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Analysis of the Optical Gain Characteristics
of Semiconductor Quantum-Dash Materials
Including the Band Structure Modifications
Due to the Wetting Layer
Mariangela Gioannini
Abstract—We present a numerical model for the calculation of
the opto-electronic properties of a semiconductor InAs–InAlGaAs
quantum dash active material including the presence of the wetting
layer (WL), formed at the bottom of the dashes, and the quantum
mechanical coupling among dashes caused by the high density of
the InAs islands. The model calculates self-consistently the conduc-
tion and valence band energy diagram of the confined and uncon-
fined states, the corresponding density of states, the electron and
hole wavefunctions and the gain spectra. The results obtained are
also compared with a more simple model that consider dashes as
isolated and without the WL. The comparison evidences the role
of the WL in limiting the gain performance such as the maximum
gain, the differential gain and the optical gain bandwidth. The nu-
merical tool is then used to design an improved quantum dash ma-
terial, which allows to overcome these gain limitations even in pres-
ence of the WL and the high dash density.
Index Terms—Modeling, optical gain, quantum-dash laser and
optical amplifiers, self-assembled quantum dash.
I. INTRODUCTION
NANOSTRUCTURE semiconductor materials, quantumdots (QD), [1], quantum dash (QDash) [2], and quantum
wire (QWR) have been the focus of many experimental and
theoretical works in the recent years and in particular QD
and QDash material have shown very promising application
in semiconductor laser and optical amplifiers [3]. The advan-
tage of the nanostructure active region consists indeed in the
possibility of tailoring the gain properties by engineering the
growth process. For example several experiments have shown
that a properly designed QD or QDash material can give wide
emission spectra and can be successfully used in broad-band
superluminescent diodes [4] or as active waveguide for external
cavity tunable lasers [5] and broad-band optical amplifiers [6],
[7]. For these applications, requiring large optical bandwidth,
it is necessary to grow nanostructures that allow the presence
of at least one excited state confined in the QDs [8], because
the -like density of states allows to invert the ground state
and populate the excited states at fairly low current densities
Manuscript received October 7, 2005; revised November 30, 2005. This work
was supported in part by the BigBand project within the IST program of the
European Community.
The author is with Dipartimento di Elettronica, Politecnico di Torino, Torino
10126, Italy (e-mail: mariangela.gioannini@polito.it).
Digital Object Identifier 10.1109/JQE.2006.869811
[9] compared with the multiquantum-well design [10]. Fur-
thermore, the fabrication procedure, based on a self-assembled
process, gives an inhomogeneous gain broadening due to size
fluctuations, that permits the continuous coverage of the whole
gain bandwidth. However, in the self-assembled process a thin
wetting layer always exists as a uniform film at the bottom
of the assembled quantum islands [11]. The presence of the
WL influences significantly the confinement of the carriers in
the excited states and can reduce the emission performance.
It was shown that it limits the maximum achievable gain at
room temperature [12], significantly influences the dynamic
performance of the lasers [13] and modifies the carrier con-
finement in the dots [14]. Despite the importance of the WL,
the various models presented in the literature to investigate the
electrical and optical properties of the nanostructure materials
do not evaluate self-consistently the energy band diagram of
the dot, wetting layer and barrier system. In many cases the
nanostructures are also considered as isolated (one single dot or
dash surrounded by the barrier material); but when their density
is rather high (e.g., high filling factor to get enough modal gain)
the quantum mechanical coupling among the nanostructures
can not be neglected. Such coupling is further enhanced by the
presence of the WL.
A second aspect frequently neglected in QD laser modeling
is the presence of the barrier state due to the spacer that sepa-
rates the various QD layers. At the high pumping rate, neces-
sary to invert the excited states, the barrier can trap the carriers
and reduce the injection efficiency of electrons and holes in the
zero-dimensional confined states; the carrier density present in
the barrier can also give additional loss due to free-carrier and
intervalence band absorption [15].
The aim of this work is to present a detailed numerical model
for the calculation of the optoelectronic properties and emis-
sion characteristics of the recently realized InAs–InAlGaAs
QDash material [7] including properly the presence of the
WL and the barrier, by computing the energy band diagram
of the whole structure. This approach will then be used to
design a new QDash material structure with improved optical
bandwidth. We first quantitatively compare two QDash models:
the single-isolated dash model (i.e., just one QDash surrounded
by the InAlGaAs barrier) and the more realistic model that
includes the presence of the WL and the quantum mechanical
coupling among adjacent dashes, caused by the high density of
dashes [2]. Through our calculations we highlight how the WL
0018-9197/$20.00 © 2006 IEEE
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Fig. 1. (a) Conduction band structure of the QDash active region, (b) TEM image [7], and (c) geometry considered in our analysis for the dash with WL model
(solid line) and the single isolated dash model (dashed line).
changes the conduction and valence bands energy diagrams,
the electron confinement in the dashes and the density of states
in conduction band (CB) and valence band (VB) with respect
to the isolated dash case. We then evaluate the gain spectra and
show that some important gain properties such as the optical
gain bandwidth, the maximum gain and the differential gain
are negatively influenced by the WL. Since it is not possible
to eliminate the WL, we will then show the results for an
improved QDash structure that overcomes these limitations.
The paper is organized as follows. in Section II, we present our
numerical model. In Section III, we discuss some numerical
results and propose a new design of the dash material. Finally,
in Section IV, we draw the conclusions.
II. NUMERICAL MODEL
In this section, we present in detail the numerical model for
the self-consistent calculation of the QDash material confined
and unconfined states, of the density of states and of the gain
spectra including the WL. The model, starting from the knowl-
edge of the composition and dash geometry obtained from SEM
and TEM images [7], calculates the CB and VB energy diagram
solving the Schrödinger equation using the single particle effec-
tive mass approximation. Such calculation allows also to obtain
numerically the equivalent parameters necessary to model cor-
rectly the WL state.
To keep our model as simple as possible and focus exclusively
on the effect of the WL, we have neglected the coupling between
the bands and we have used a single band Schrödinger equation
to calculate the electron and heavy hole states in CB and VB.
The deformation potential induced by the strain was included
only empirically by modifying, respect to the bulk case, the InAs
CB and VB band-edges and the energy gap and by introducing
two different hole effective masses: one in the growth plane (par-
allel direction) and another one in the direction perpendicular to
it. The parameters used for these very approximate assumptions
where obtained in [16] through the fitting of the calculated am-
plified spontaneous emission and gain spectra with the experi-
mental data. The results obtained are, therefore, strongly depen-
dent on these severe assumptions and on the choice of the pa-
rameters used in the single particle model. Although a rigorous
strain calculation and an solution of the Hamiltonian
equation [17] allows to obtain a more quantitative accurate refer-
ence solution, we believe it should not change, for this particular
structure, the general qualitative conclusions obtained applying
the single particle effective mass model. Using the device sim-
ulator “next ” [18], we have, for example, verified tha
for the particular InAs–InAlGaAs QDash material considered
here, the hydrostatic strain is almost constant, concentrated in
the InAs dash cross section and it causes a variation of the CB
and VB edges of nearly the same entity as the one set empiri-
cally.
A. QDash Waveguide Structure
The QDash material we consider first is the same presented
in [2]; the conduction band diagram of the active region is
schematized in Fig. 1(a). The optical waveguide consists of an
InAlGaAs graded index separate confinement heterostructure
and the active region is formed by InAs QDash layers [one
layer in the dotted area of Fig. 1(a)] separated by a 25-nm
In Al Ga As barrier; the total barrier thickness is
about 100 nm. In [19], it was demonstrated that since dashes
are elongated (100–200 nm) InAs islands, the QDash material
has almost a quantum-wire nature and the confinement in the
longitudinal direction can be neglected. Therefore, in our model
we approximate the dashes with wires and we concentrate only
on the carrier confinement in the transversal direction.
In Fig. 1(b), we show a TEM cross section of one self-assem-
bled QDash layer [7] and in Fig. 1(a), we plot in solid line the
corresponding transversal dash geometry considered for our cal-
culation. We have included the WL, clearly visible in the TEM
image, as a thin InAs film at the bottom of the dashes. The TEM
image in Fig. 1(b) also shows that the separation between ad-
jacent dashes in the direction is much smaller than the dash
width and, therefore, the quantum mechanical coupling among
the adjacent dashes is not negligible. In Fig. 1(c), we also re-
port in dashed line the geometry representing a single isolated
dash without WL. In [16], we have shown that the length and
width fluctuations of the dash size do not affect significantly the
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emission characteristics, whereas the dash height variation is the
most important parameter to guarantee enough inhomogeneous
broadening for a continuous coverage of the gain bandwidth. In
our calculation we will, therefore, consider only the fluctuations
of the dash height whereas the dash width is fixed to 15.6 nm.
B. Modeling of the WL and Dash Coupling
In the literature to calculate the carrier filling of the confined
states and the consequent gain spectrum, the presence of the
WL is usually included as a generic state with a proper effec-
tive degeneracy, estimated from the two dimensional density of
states [20]. The WL state energy is typically set equal to the
energy of the CB and VB band edge (barrier energy) or empir-
ically just below it. Since most of these models consider only
the ground state, they neglect the effects introduced by the WL
and by the high dash density on the other higher energy states.
With this approximation it is assumed that each nanostructure
behaves independently on the ensemble in which it is grown.
On the contrary we have found that in a realistic QDash ma-
terial the high dash density (more than 50%) and the presence
of the WL significantly alter the electronic properties. In par-
ticular the electron excited states with energy well below the
InAlGaAs barrier band edge start being unbounded. This facil-
itates the quantum mechanical coupling among close adjacent
dashes and causes the electron wavefuctions to be no longer lo-
calized in a single dash. On the other hand the corresponding
hole excited state still remains well confined in the dash, thanks
to the higher hole effective mass. A self-consistent modeling of
the whole dash ensemble is thus necessary to calculate the gain
spectra in these more realistic conditions. At this purpose, we
need the correct energy position of the confined and unconfined
states and the corresponding density of states to determine the
carrier distribution among the states at room temperature.
To calculate the energy band structure of the ensemble in-
cluding the WL and the dash quantum mechanical coupling,
we neglect the dash stochastic distribution assuming that the
dashes, all of same size, are displaced in a periodic array.
The energy of the states confined in the dashes or in the
WL and their corresponding wavefunctions have been ob-
tained solving the single particle Schrödinger equation in the
effective mass approximation in a two dimensional potential
periodic in [see Fig. 1(b)]. The structure shown in Fig. 1(c)
is thus the elementary cell of the periodic array. The particle
wavefunction of the th band in a two-dimen-
sional (2-D) potential, periodic in with period , can be
written as , where
is a periodic function that satisfies the Bloch the-
orem . Substituting
in the single particle Schrödinger equation we obtain a partial
differential equation for
(1)
where are the particle effective mass in the and di-
rections to account for the modification induced by the strain;
is the 2-D potential, and is the corresponding en-
ergy eigenvalue for the state with wavevector in the th band.
In this model, we apply this equation to both electrons and heavy
holes, neglecting the coupling with the light holes and split-off
bands. In presence of compressive strain—as for the material
system we consider—these two bands are indeed split far away
from the VB band edge and play, therefore, a less significant
role. Performing a rigorous strain calculation [18] we have in-
deed verified that the light hole and split-off bands in the InAs
material are, respectively, 150 and 500 meV apart from the top
of the heavy hole energy.
To include the effect of the dash coupling in the calculation
of the CB and VB energy diagram, (1) has been solved for each
value of the momentum using a finite element method and
setting periodic boundary condition at the left and right hand
border of the cell in Fig. 1(c). In the case of the single isolated
dash without WL [dashed shape in Fig. 1(c)] the equation was
solved only for and the left and right borders were
pushed further away imposing Dirichelet boundary conditions
(wavefunctions null at the borders).
C. Calculation of the Gain Spectra
The solution of (1) in presence of the WL and dash coupling
shows (see Section III-A) that the QDash material under in-
vestigation [2] has one state well confined in the dashes [the
ground state (GS)], one excited state (ES) strongly confined for
the holes but significantly coupled with the adjacent dashes for
the electrons, a WL, and a barrier state. To calculate the gain
spectra we have then to account for the recombination in the
GS, ES, and WL. The net modal gain is, therefore, given by
(2)
where represents the GS and ES recombination and the
subscript conf or unconf are used to stress the fact that the re-
combination may occur between electron and hole states that are
both well confined in the dashes (conf, conf) or unconfined in
CB and confined in VB (unconf, conf). In the case of the single
isolated dash without WL, both GS and ES electrons are well
localized in the dashes and the ES contribution to the gain is
. The contribution due to the WL is is the
internal modal loss.
As reported in [21], the net modal gain of the reduced di-
mensionality active regions (wire and WL) has been calculated
simply by multiplying the material gain ( and ) with
the optical confinement factors and resulting by the
overlap integral of the electric field with the wire and WL cross
sections, respectively. For the calculation of and we
have, respectively, used an average wire cross section and a
WL thickness of .
The carrier density accumulated in the InAlGaAs barrier
can also give an additional contribution to the loss ,
due to free-carrier and intervalence band absorption written as:
[22], where are the
electron and hole density per unit volume in the barrier. Since
the confinement factor of the optical field in the barrier region,
334 IEEE JOURNAL OF QUANTUM ELECTRONICS, VOL. 42, NO. 3, MARCH 2006
TABLE I
QDASH MATERIAL PARAMETERS
, is much higher than the confinement factor in the
dashes (about ten times in the QDash waveguide we consider),
the influence of this additional loss is stronger than in quantum
well or bulk materials [15] and can not be neglected.
The material gain from each type of recombination in (2) is
calculated according to the density matrix theory [23]. In this
analysis, we calculate only the TE gain because the dashes are
oriented parallel to the TE optical field and the TM contribution
is negligible being the dash width much larger than the dash
height [23].
For GS and ES recombination of type conf, conf the gain
is calculated assuming a quantum wire assembly with inho-
mogeneous wire distribution; therefore, the wire populations
is divided in groups, each with an existence probability
, with indicating the th group. is calculated as-
suming a Gaussian distribution of the dash height. The material
gain is then given by the sum of the contribution of each group
(3)
where is a constant [16], is the transition matrix ele-
ment given by the interband matrix element [24], and
is the overlap integral of the envelope functions of
the electron and hole of the th wire involved in the transition.
is the homogenous broadening function [23],
are the electron and hole occupation probability. In (3), is the
energy of the recombination between an electron with energy
and a hole with energy . These energies
are given by:
(4)
with the energy of the GS or ES confined in CB or
VB in the th wire group obtained by the solution of (1) and
the momentum along the wire direction . Finally, is the
reduced density of states for the th wire
(5)
with .
We have seen that in the case of recombination from the ES
of type unconf, conf caused by the presence of the WL and the
dash coupling, the inhomogeneous linewidth due to size fluctu-
ations is comparable with the homogeneous broadening, there-
fore, for this recombination, we can neglect the stochastic size
distribution in the gain calculation. Since in this case the elec-
trons of the ES in CB are strongly coupled with the adjacent
dashes, the ES degenerates in a mini-band (see Section III-A)
whose energy and wavefunction depend on and
. Therefore, the gain has to be calculated numer-
ically starting from the knowledge of these relations, obtained
by the solution of (1). Assuming the selection rule valid, the
material gain at the recombination energy is given by the sum
of all the recombination between the electron state in CB with
energy
(6)
and the hole state VB with energy
(7)
such that . In (7), we have
omitted the dependence of on because the ES holes
are well localized in the dash.
Including the homogeneous broadening the gain is given by
(8)
where is the overlap integral between the electron
and hole wavefunction involved in the transition and it depends
on due to the dependence on of the electron wavefunction.
Finally the contribution of the WL is calculated assuming that
the WL state has a 2-D dimensionality
(9)
where is the 2-D reduced density of states given by
(10)
where is the step function, is the recombination en-
ergy from the WL and is WL reduced effective mass
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Fig. 2. (a) CB and (b) VB energy diagram of the structure shown in Fig. 1(c),
obtained with the single isolated dash model (thick dotted line) and the dash
coupling with WL model (solid line and dashed line for WL states). The figures
in the insets show for each mini-band the corresponding wavefunctions. The
thin solid line is the fitting of the unconfined states relation dispersion with a
parabolic function.
obtained from the WL electron and hole equivalent effective
masses and . The parameters characterizing the WL
are, therefore, and , which are obtained from
the fitting of the computed CB and VB energy diagrams as
shown later in Section III-A.
D. Calculation of the Occupation Probability and
The presence of the WL and barrier states also affects the dash
filling when the carrier injection is increased. In our model this
is taken into account through the occupation probabilities and
. They are calculated assuming that at room temperature and
in absence of stimulated emission the electron and hole popula-
tion equilibrate in each QDash layer, with the WL and the barrier
states [20].The occupation are thus defined through the Fermi
distributions determined by the electron and hole quasi-Fermi
Fig. 3. (a) Density of states in CB and (b) in VB calculated with the single
isolated dash model: solid line GS contribution; dashed line ES contribution.
DOS with WL and dash coupling in (c) CB and (d) in VB; the dashed line in
(c) is the sum of the unconfined ES and WL contribution; the dotted line in (d)
is only the WL contribution.
levels and , calculated setting the neutrality condition
to a unit area of the waveguide [25]
(11)
where is the number of wire layers and is the wire den-
sity per layer. In (11), is the density of electrons per unit
length in the states confined in the wires (i.e., GS and ES in
the case of the single isolated dash, GS only when the pres-
ence of the WL and dash coupling is considered) and
is the density of hole confined in the dashes (i.e., GS and ES in
both models). These carrier density are calculated referring to
the dash of average size
(12)
In our model, the total carrier density per unit area
in the delocalized states (i.e., ES poorly con-
fined in the dashes plus WL) has been calculated assuming a
two dimensional density of states with an energy and
an equivalent effective mass , obtained by a proper
fitting of the unconfined states energy band diagram (see Sec-
tion III-A). The carrier density is then
(13)
Finally, is the total number of carriers per unit area
in the barrier of thickness and are calculated assuming
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Fig. 4. (a) Recombination between CB and VB states with the corresponding contribution to the gain in the case of the single isolated dash model (dashed
line) and the dash coupling with WL model (solid line). (b) Overlap integrals between the ES electron and hole envelope functions ( (x; y)) versus the ES
recombination energy (" ); empty circle: single isolated dash model; line with bold squares: dash coupling and WL model.
a three dimensional density of states (carrier unconfined in all
directions)
(14)
with the carrier effective mass in the InAlGaAs bar-
rier and the barrier conduction and valence band edge.
III. NUMERICAL RESULTS
From the numerical solution of the Schrödinger equation (1),
we can obtain the CB and VB energies versus the momentum
, the wavefunctions , the recombination ener-
gies between the CB and VB states and the overlap integrals
between the corresponding wavefunctions. The post-processing
of these data allows to calculate the gain spectra and the carrier
distribution according to the model presented in Section II-C
and Section II-D.
In this section, we analyze the optoelectronic properties of
the InAs–InAlGaAs QDash material reported in many recently
realizations [7]. We will compare the results obtained with the
model based on the assumption of single isolated dashes with
those calculated with the more realistic model that includes the
presence of the WL and the effects of the dash coupling. This
comparison will highlight the importance of considering the
more realistic structure, in order to predict correctly the gain per-
formance and in particular the optical gain bandwidth. The pro-
posed approach will then be used to design a modified QDash
structure that should allow to increase significantly the optical
gain bandwidth respect to the structures realized up to now [7].
The dash geometry used in our simulations is in Fig. 1(c) and
the other material parameters are listed in Table I.
A. Energy Diagram and Density of States
As an example we compare in Fig. 2 the CB and VB en-
ergy diagram of the structure shown in Fig. 1(c). In the case
of the single isolated dash there are two states both in CB and
VB whose energy is independent on the wavenumber . These
states are indeed completely confined in the dashes; the GS
wavefunction has an even symmetry in both and direction,
whereas the ES has an odd symmetry in .
Including the WL and the dash coupling we get significant
changes of the energy diagram in the CB respect to the VB,
due to the lighter electron effective mass. The GS in both CB
and VB is still well confined: its energy is indeed practically
independent on and the associated wavefunctions are well
inside the dash. The same behavior occurs for the ES in VB. On
the contrary, in CB, the ES energy is strongly dependent on
with the formation of a mini-band . The associated
wavefuction shows that electrons are now poorly confined in the
dashes and almost spread all over the WL. We also observe that
the presence of the WL has negligible effect on the GS energy,
but it significantly reduces the ES energy in both CB and VB.
The higher energy mini-bands shown in dashed line in CB
and VB corresponds to the WL states, whose wavefunction are
uniformly distributed in the WL. Even for these states the mini-
band nature still persists, due to the periodic perturbation intro-
duced by the dashes.
From the dispersion curves (energy versus ) of the uncon-
fined states (ES and WL in CB, WL state in VB) shown in
Fig. 2, we can extract the equivalent parameters ( and
) to be inserted in (13). We see that the unconfined states
exist for energies higher than meV in CB and
meV in VB. We show in Fig. 2(a) and (b) that
a parabolic function (thin solid line) can fit quite well the band
curvature of the unconfined states. From the curvature of the
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Fig. 5. (a) Net modal gain spectra calculated for the single isolated dash case (continuous line) and (b) including the WL and dash coupling (dashed line) at the
same injected carrier densities of 1000, 2000, and 3000 10 cm . (c)–(e) Net modal gain versus carrier density at the three wavelengths indicated by the arrows
in (b). The dots in (c)–(e) corresponds to the threshold condition with g = 7 cm ; for each threshold point we also report the corresponding differential gain
dg=dN .
parabola we obtain the equivalent effective mass for the 2-D
states: and (with the
free electron mass). Approximating the unconfined state disper-
sion relation with a continuous parabola, we neglect the pres-
ence of the energy-gap among the mini-bands. Such approxi-
mation is however correct when, as in this case, this energy gap
is much narrower than the mini-band width.
The formation of mini-bands caused by the WL have imme-
diate impacts on the density of available states for the injected
carriers in CB and VB. In Fig. 3 we show the density of states
(DOS) in CB and VB calculated numerically from the energy
diagrams in Fig. 2. In the case of the single isolated dash model
[Fig. 3(a) and (b)], both GS and ES DOS in CB and VB have
the shape, typical of the quantum wire material.
Including the WL and the dash coupling, the ES energy in CB
spreads over a wide range, getting practically continuous to the
WL band [see Fig. 2(a)]. As a consequence the sum of the ES
DOS with the WL DOS gives approximately a step-like function
(Fig. 3(c)), typical of a 2-D material. On the contrary in VB the
DOS of the ES state maintains the shape even in presence
of the WL [Fig. 3(d)]. In this case, the additional step-like DOS
is only due to the WL states.
B. Gain Performance
From the numerical results obtained in the previous section
we could evaluate the gain performance according to the model
presented in Section II-C. The energy band diagram in Fig. 4(a)
shows the various contribution to the gain as indicated in (2);
we see that in the case with WL and dash coupling, the ES con-
tribution is due to recombination between mini-band states in
CB and confined states in VB. Since the contribution to the gain
spectrum is also proportional to the overlap integral between
the electron and hole envelope functions , we plot
in Fig. 4(b) the overlap integral for the ES recombination calcu-
lated with the two models. As shown in Fig. 4(b), the WL and
the dash coupling causes the ES overlap integral to be depen-
dent on the ES recombination energy and smaller than in the
single isolated dash case. For the GS contribution, we have seen
only slight differences between the two models with values of
overlap integral of about 0.7. We, therefore, expect that the more
realistic model including the WL will give smaller gain at the
ES recombination energies with significant impact on the max-
imum gain, on the differential gain and on the gain bandwidth.
The corresponding net modal gain spectra are shown in
Fig. 5(a) and (b). In order to compare the gain performance
obtained using the two models, we calculated the net modal
gain versus the total injected carrier density at three wave-
lengths: nm [Fig. 5(c)], nm
[Fig. 5(d)], and nm [Fig. 5(e)]. The selected
wavelengths correspond, respectively to the peak gain of the
GS and ES emission with WL ( and ) and to the
peak of the ES emission in the single isolated dash .
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Fig. 6. Optical gain bandwidth calculated for g = 7 cm and using the
single isolated dash model (solid line) and the dash coupling with WL model
(dashed line). The thick solid line is the bandwidth of the QDash structure
designed in Section III-C for very broad optical bandwidth. At a fixed carrier
injection, the bandwidth (g  g ) is the wavelength range limited by the
each curve.
Fig. 5(c)–(e) shows that the single isolated dash model always
overestimates the gain and the differential gain. For example,
fixing a threshold gain value of cm , the differential
gain at threshold in Fig. 5(c)–(e) is always smaller in presence
of the WL and dash coupling.
In order to understand if the quantum mechanical coupling
or the presence of the WL are equally important in determining
the gain spectra, we have also calculated the material gain
increasing the separation between dashes and, therefore, de-
creasing the coupling effects. The results obtained have shown
that the gain spectrum due to GS emission [gain around the peak
in Fig. 5(b)] is practically independent on the strength of
the quantum mechanical coupling and it is exclusively depen-
dent on the presence of the WL. On the contrary the gain due to
the ES contribution [gain around the peak in Fig. 5(b)]
is strongly affected by the coupling effects; in particular as
the coupling strength reduces the peak moves toward longer
wavelength, its width narrows and its maximum decreases.
From this analysis we, therefore, conclude that the coupling
effect has at least to be included in the calculation of gain at
high carrier injections, when also the ES starts being populated.
Finally, we quantitatively compare the gain performance in
terms of available optical gain bandwidth. We define the gain
bandwidth at a fixed carrier injection as the wavelength range
where the net modal gain exceeds the threshold value . In
Fig. 6, we report the gain bandwidth versus carrier injection
calculated with in the two cases previously considered. In the
case of the single isolated dash the maximum gain bandwidth
is rather wide (about 250 nm), thanks to the well wavelength
separated contribution of GS and ES recombination. Including
the WL and the dash coupling the maximum optical bandwidth
reduces to about 160 nm because the ES contribution is not
enough separated from the GS emission and also the values of
the ES gain are smaller. This last result is in good agreement
with the gain bandwidth measured in the QDash material real-
ized up to now (NetTest) and clearly shows that the presence of
Fig. 7. Emission wavelength from the GS ( ) and ES ( ) and
corresponding overlap integrals (I and I ) versus the dash average height
calculated with the model including WL and dash coupling for a QDash
structure with (a) In Al Ga As and (b) In Al Ga As
barrier. The symbols evidence the emission wavelength of from the two QDash
layers chosen for the wide bandwidth design.
the WL and the high dash density are the major limitations to a
very broad-band optical gain.
C. Design Proposal for Extended Gain Bandwidth
From the results shown in Fig. 6, it is clear that the QDash ma-
terial could be used for wide optical gain spectra, provided that
the influence of the WL and the dash coupling is reduced. Since
the WL can not be eliminated by the technological process and
the high dash density is necessary to reach enough modal gain,
we have used our numerical model to investigate new QDash
structures that allow to achieve a broader emission even in pres-
ence of the WL and the high dash concentration. The target is
covering the whole wavelength range 1360–1675 nm from the
E-band to the U-band of the optical communication systems.
A first solution could be an increase of the width of inho-
mogeneous broadening spectrum by growing QDash layers of
different average height, such that each layer covers a different
portion of the wavelength range [26]. In Fig. 7(a), we report the
results for the GS and the ES emission wavelength
calculated for various dash height considering in the simulation
the WL and the dash coupling. The figure shows that the GS
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Fig. 8. Comparison between the calculated gain spectra of the structure with In Al Ga As barrier and four identical dash layers (h = 2:3 nm)
[2] and the structure with In Al Ga As barrier and four layers identical two by two (h = 2:7 nm and h = 3:8 nm). In the figure, the contribution
to the gain from the various GS and ES transitions and from the various layers are shown.
emission from the different layers could cover the long wave-
length range 1550–1650 nm, thanks to the significant shift of
, but the ES emission wavelength only varies from 1440 to
1460 nm. In any case, it is not possible covering the short wave-
length range 1300–1440 nm because we can not reduce further
the dash height. From the values of the overlap integral reported
in Fig. 7(a) we also see that the ES emission, essential to cover
the short wavelength range, is still quite inefficient for any dash
height used. This design also requires a precise control of the
average dash height in a narrow range (2.3–3 nm) and this may
be quite difficult using a self-assembled growth process.
The solution we found to overcome these problems consists in
increasing the aluminum concentration of the InAlGaAs barrier,
in order to increase the energy depth of the barrier. In Fig. 7(b),
we report and versus the dash height for a structure
with an In Al Ga As barrier. In this case, shifts
from 1450 to 1650 nm and shifts from 1270 to 1370 nm,
(covering all the short wavelength region) with a variation of
between 2.5 and 4 nm. Furthermore, using a deeper barrier
and thicker dashes, the ES emission is more efficient than in
the previous case, as demonstrated by the corresponding overlap
integrals reported in Fig. 7(b).
Based on these considerations and the results in
Fig. 7(b), we have designed a new QDash structure with
In Al Ga As barrier and four dash layers equal two
by two. We have chosen two layers with average dash height
, because the corresponding GS emission
[star symbol in Fig. 7(b)] falls in the central part of the target
wavelength, and two layers with nm having the
GS and ES emission, respectively in the longer and shorter
wavelength side of the spectrum [square and diamond symbol
in Fig. 7(b)].
We report in Fig. 8, the net modal gain spectrum calculated
for a total injected carrier density of 2 10 cm ; the compar-
ison with the spectrum of the structure analyzed in Section III-B
clearly shows a significant improvement of the optical gain
bandwidth. We also observe that even if the inhomogeneous
gain broadening is increased using dash layers of different
thickness, the maximum gain is not reduced because the deeper
energy barrier allows a more efficient capture of the carriers in
the dashes instead in the WL or barrier state. This also reflects
on the resulting gain bandwidth shown in Fig. 6 in thick solid
line: the bandwidth fully covers the target range 1360–1675 nm
and it is very wide even at lower carrier injection respect to the
case with barrier having 0.24 aluminum composition as in the
realized structures [2].
IV. CONCLUSION
We have presented a numerical model for the self-consistent
calculation of the gain characteristics of a QDash active ma-
terial including the presence of the WL and the quantum me-
chanical coupling among adjacent dashes. The numerical tool
was used to compare the energy band diagrams, the density of
states and the gain spectra calculated with this more realistic
model with those obtained assuming only single isolated dashes
without WL. This comparison has shown that the presence of the
WL causes a reduction of the gain performance and in partic-
ular of the differential gain and the available optical gain band-
width. From this analysis we found that an improved QDash ma-
terial can be obtained increasing the aluminum concentration of
340 IEEE JOURNAL OF QUANTUM ELECTRONICS, VOL. 42, NO. 3, MARCH 2006
the InAlGaAs barrier and growing dash layers of different dash
thickness.
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